NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46524610001
JOHNSON COUNTY
00000

BUNTONTOWN RD.
WATAUGA RIVER

N OF US321-ON LAKE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 01076
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.15
SUFFICIENCY RATING: 64.9

IDENTIFICATION
N 36.37445 DEGREES
W 81.90450 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: STEEL CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1949
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 1739 FT
(49) TOTAL BRIDGE LENGTH: 4659 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 18 FT
(52) BRIDGE OUT TO OUT WIDTH: 213 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 29.9 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD:  NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 17.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z N o N a

H-15-44

w o Z N o

(76) LENGTH OF BRIDGE IMPROVEMENT: 465.9 FT

(94) BRIDGE IMPROVEMENT COST: $1,404,000.00

(95) ROADWAY IMPROVEMENT COST: $141,000.00

(96) TOTAL PROJECT COST: $2,107,000.00

(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 4/16/2018

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): 09/2016
(92b) UNDERWATER INSP FREQUENCY (MONTHS): Y60
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46524610003

JOHNSON COUNTY
00000

BUNTONTOWN RD.

BIG DRY RUN CREEK

N OF US321 NEAR LAKE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 01076
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.95
SUFFICIENCY RATING: 96.8

IDENTIFICATION
N 36.32389 DEGREES
W 81.93888 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1940
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 141 FT
(49) TOTAL BRIDGE LENGTH: 44.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 289 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 285 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o oo 22 N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46525760003

JOHNSON COUNTY

00000

BIG DRY RUN RD.

DRY RUN CREEK

S OF SR167-LT DRY RUN RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 01076
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.06
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 36.32405 DEGREES
W 81.93888 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1940
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 141 FT
(49) TOTAL BRIDGE LENGTH: 30.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46525760001

JOHNSON COUNTY
00000

LAKEVIEW RD.

ROAN CREEK

DOE CR RD S OFF SR167

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 01076
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 9.98
SUFFICIENCY RATING: 71.4

IDENTIFICATION
N 36.37445 DEGREES
W  81.93783 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 6
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1949
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 66.9 FT
(49) TOTAL BRIDGE LENGTH: 4449 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 18 FT
(52) BRIDGE OUT TO OUT WIDTH: 246 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 33.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 17.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: u

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z N~N~NO

H-15-44

0 o 2N o

(76) LENGTH OF BRIDGE IMPROVEMENT: 4449 FT

(94) BRIDGE IMPROVEMENT COST: $763,000.00

(95) ROADWAY IMPROVEMENT COST: $77,000.00

(96) TOTAL PROJECT COST: $1,145,000.00

(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 4/16/2018

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): 05/2015
(92b) UNDERWATER INSP FREQUENCY (MONTHS): Y60
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46524610013

JOHNSON COUNTY

00000

BIG DRY RUN RD.

ROAN CREEK

DRY RUN RD-S OFF SR167

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 01394
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.25
SUFFICIENCY RATING: 79.0

IDENTIFICATION
N 36.38655 DEGREES
W 81.86795 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 6
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1954
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 171.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 285 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o N o ua

H-15-44

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 7
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 1100

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

(76) LENGTH OF BRIDGE IMPROVEMENT: 171.9 FT
(94) BRIDGE IMPROVEMENT COST: $848,000.00
(95) ROADWAY IMPROVEMENT COST: $85,000.00
(96) TOTAL PROJECT COST: $1,273,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/3/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46524610011

JOHNSON COUNTY

00000

BIG DRY RUN RD.
BRANCH

DRY RUN RD-S OFF SR167

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 01394
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.49
SUFFICIENCY RATING: 99.6

IDENTIFICATION
N 36.38307 DEGREES
W 81.86663 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1955
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 141 FT
(49) TOTAL BRIDGE LENGTH: 30.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NN10
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46524610009

JOHNSON COUNTY
00000

BIG DRY RUN RD.
AVERY BRANCH

DRY RUN RD-S OF SR167

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 01394
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.77
SUFFICIENCY RATING: 99.8

IDENTIFICATION
N 36.37007 DEGREES
W 81.87333 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1955
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 11.2 FT
(49) TOTAL BRIDGE LENGTH: 23.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NN10
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/4/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46524610007

JOHNSON COUNTY

00000

BIG DRY RUN RD.

MORGAN BRANCH

BIG DRY RUN RD-NEAR LAKE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 01394
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.76
SUFFICIENCY RATING: 74.6

IDENTIFICATION
N 36.33712 DEGREES
W  81.90963 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1955
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 33.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 23.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 23.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o 2 2 Z2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  OTHER STRUCTURAL WORK

o ol Z2 Z2 u;

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/4/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46524610005

JOHNSON COUNTY

00000

BIG DRY RUN RD.

BIG DRY RUN CREEK

BIG DRY RUN RD NEAR LAKE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 01394
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.87
SUFFICIENCY RATING: 89.3

IDENTIFICATION
N 36.33703 DEGREES
W  81.91155 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1955
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 141 FT
(49) TOTAL BRIDGE LENGTH: 449 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/4/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46013940003

JOHNSON COUNTY

00000

BIG DRY RUN RD.

BAKER BRANCH

N OF US321 AT STATE LINE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 01394
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 6.77
SUFFICIENCY RATING: 96.8

IDENTIFICATION
N 36.33317 DEGREES
W  81.92588 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1940
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 11.2 FT
(49) TOTAL BRIDGE LENGTH: 259 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o oo 22 N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/4/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46525410001

JOHNSON COUNTY

00000

CRACKERS NECK RD.
ROAN CREEK

E OFF SR167 AT AIRPORT

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 02613
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.02
SUFFICIENCY RATING: 78.0

IDENTIFICATION
N 36.41597 DEGREES
W 81.83653 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 259 FT
(49) TOTAL BRIDGE LENGTH: 143.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 285 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 26.9 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z N o o o

HS-20-44

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 7
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: U
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 143 FT
(94) BRIDGE IMPROVEMENT COST: $262,000.00
(95) ROADWAY IMPROVEMENT COST: $27,000.00
(96) TOTAL PROJECT COST: $394,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/2/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46525410003

JOHNSON COUNTY

00000

CRACKERS NECK RD.
VAUGHT CREEK

SE OF SR167 NEAR AIRPORT

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 02613
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.43
SUFFICIENCY RATING: 22.9

IDENTIFICATION
N 36.41156 DEGREES
W 81.83197 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CORRUGATED STEEL
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1928
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 269 FT
(49) TOTAL BRIDGE LENGTH: 28.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 23.6 FT
(52) BRIDGE OUT TO OUT WIDTH: 243 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 249 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 55 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 23.6 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): 8 TONS
WEIGHT POSTING (3 OR MORE AXLES): 15 TONS
(70) BRIDGE POSTING CODE: 3
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o~ o0a

(67) STRUCTURAL EVALUATION: 4
(68) DECK GEOMETRY: 3
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 50.9 FT
(94) BRIDGE IMPROVEMENT COST: $374,000.00
(95) ROADWAY IMPROVEMENT COST: $38,000.00
(96) TOTAL PROJECT COST: $562,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/2/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46525410005
JOHNSON COUNTY
00000

CRACKERS NECK RD.
VAUGHT CREEK

SE OF CO. AIRPORT

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 02613
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.12
SUFFICIENCY RATING: 57.7

IDENTIFICATION
N 36.40469 DEGREES
W 81.82314 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1930
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 210 FT
(49) TOTAL BRIDGE LENGTH: 28.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 23.6 FT
(52) BRIDGE OUT TO OUT WIDTH: 249 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 26.9 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 36 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 23.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR
OR REPLACEMENT

Z N oo1:

H-15-44

0w oo Z w Wy

(76) LENGTH OF BRIDGE IMPROVEMENT: 28.9 FT
(94) BRIDGE IMPROVEMENT COST: $100,000.00
(95) ROADWAY IMPROVEMENT COST: $11,000.00
(96) TOTAL PROJECT COST: $151,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/2/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46026130007

JOHNSON COUNTY

00000

CRACKERS NECK RD.
LAUREL CREEK

3 M S OF US421-SR167 JCT

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 02613
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.22
SUFFICIENCY RATING: 91.8

IDENTIFICATION
N 36.40377 DEGREES
W  81.82213 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1997
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 30.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 28.5 FT
(52) BRIDGE OUT TO OUT WIDTH: 335 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 285 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/2/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46026150001

JOHNSON COUNTY

00000

LUMPKIN BRANCH RD.
ROAN CREEK

DUG HILL RD-S OF MTN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 02615
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.98
SUFFICIENCY RATING: 97.8

IDENTIFICATION
N 36.43005 DEGREES
W 81.80272 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2010
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 69.9 FT
(49) TOTAL BRIDGE LENGTH: 69.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 30.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 28.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/3/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): /
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46026170001

JOHNSON COUNTY

00000

COLD SPRINGS RD.

CORN CREEK

N OFF US421 AT MTN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 02617
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.90
SUFFICIENCY RATING: 96.7

IDENTIFICATION
N 36.48995 DEGREES
W 81.81118 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1978
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 269 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 299 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o a2 Z2 Z

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46026210001

JOHNSON COUNTY

00000

GENTRY CREEK RD.
GENTRY CREEK

E OF LAUREL BLOOMERY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 02621
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.59
SUFFICIENCY RATING: 46.3

IDENTIFICATION
N 36.56272 DEGREES
W 8175148 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1939
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 30.8 FT
(49) TOTAL BRIDGE LENGTH: 341 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 19.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 20.3 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 47 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 17.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MINOR COLLECTOR

NO PARALLEL BRIDGE

2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK
HISTORICAL SIGNIFICANCE HAS

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): 10 TONS
WEIGHT POSTING (3 OR MORE AXLES): 18 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o1 oga g

H-15-44

(67) STRUCTURAL EVALUATION: 4
(68) DECK GEOMETRY: 2
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 56.1 FT
(94) BRIDGE IMPROVEMENT COST: $370,000.00
(95) ROADWAY IMPROVEMENT COST: $38,000.00
(96) TOTAL PROJECT COST: $556,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46026920001

JOHNSON COUNTY

00000

BULLDOG RD.

ROAN CREEK

SW OFF US421 AT STATE LI

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 02692
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.03
SUFFICIENCY RATING: 56.4

IDENTIFICATION
N 36.37160 DEGREES
W 81.75685 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 18.0 FT
(49) TOTAL BRIDGE LENGTH: 20.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH: NO
(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE
(26) FUNCTIONAL CLASS: RURAL MINOR COLLECTOR
(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: u

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o o oo

H-20-44

0o o Z w o

(76) LENGTH OF BRIDGE IMPROVEMENT: 20 FT
(94) BRIDGE IMPROVEMENT COST: $67,000.00
(95) ROADWAY IMPROVEMENT COST: $7,000.00
(96) TOTAL PROJECT COST: $101,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460B4340001
JOHNSON COUNTY
00000

JAKE WAGNER LN.
ROANE CREEK

JUST S. OF MTN. CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A009
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.08
SUFFICIENCY RATING: 66.5

IDENTIFICATION
N 36.43208 DEGREES
W  81.79390 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: 2002
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 259 FT
(49) TOTAL BRIDGE LENGTH: 525 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 144 FT
(52) BRIDGE OUT TO OUT WIDTH: 154 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 14.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 14.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
1-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z NN~

w~NZ2 NN

(76) LENGTH OF BRIDGE IMPROVEMENT: 52.5 FT
(94) BRIDGE IMPROVEMENT COST: $105,000.00
(95) ROADWAY IMPROVEMENT COST: $11,000.00
(96) TOTAL PROJECT COST: $158,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/3/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A0240001

JOHNSON COUNTY

00000

J. PEERY MARTIN LN.
BEAVERDAM CREEK

1 MI FROM VIRGINIA ST LN

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A024
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.43
SUFFICIENCY RATING: 52.9

IDENTIFICATION
N 36.60403 DEGREES
W 81.81278 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: WOOD OR TIMBER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: WOOD OR TIMBER

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2007
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 44.0 FT
(49) TOTAL BRIDGE LENGTH: 48.5 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 13.1 FT
(52) BRIDGE OUT TO OUT WIDTH: 141 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 11.2 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 131 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES
NOT A NHS ROUTE
LOCAL RURAL ROAD

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): 10 TONS
WEIGHT POSTING (3 OR MORE AXLES): 18 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z NN o o

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 5
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 7
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE DECK REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 48.6 FT
(94) BRIDGE IMPROVEMENT COST: $94,000.00
(95) ROADWAY IMPROVEMENT COST: $10,000.00
(96) TOTAL PROJECT COST: $142,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A0470001

JOHNSON COUNTY
00000

OLD HWY. 67

DOE CREEK

0.8 M N OF SR67-167 JCT

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A047
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.36
SUFFICIENCY RATING: 82.0

IDENTIFICATION
N 36.41650 DEGREES
W  81.96783 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 22.0 FT
(49) TOTAL BRIDGE LENGTH: 50.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 144 FT
(52) BRIDGE OUT TO OUT WIDTH: 16.4 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 7 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 141 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
1-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z oo oo

H-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: U

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N Z o o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/2/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: OLD HWY. 67
CROSSING: DOE CREEK
LOCATION: W OFF SR67-1.5 M N OF 167

460A0470003
JOHNSON COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A047
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.13
SUFFICIENCY RATING: 94.0

IDENTIFICATION
N 36.40917 DEGREES
W  81.96155 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1994
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 279 FT
(49) TOTAL BRIDGE LENGTH: 87.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 243 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 26.9 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/2/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A0510001

JOHNSON COUNTY
00000

LACY RD.

DOE CREEK

S OFF SR167-.8 M E OF 67

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A051
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.07
SUFFICIENCY RATING: 92.8

IDENTIFICATION
N 36.38468 DEGREES
W  81.96218 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 249 FT
(49) TOTAL BRIDGE LENGTH: 51.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: HS-20-44 +MOD
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1010
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/2/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: HENRY STOUT BRANCH RD.
CROSSING: DOE CREEK
LOCATION: W OFF SR67-N OF SR167

460A0540001
JOHNSON COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A054
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.02
SUFFICIENCY RATING: 58.0

IDENTIFICATION
N 36.41622 DEGREES
W  81.95630 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: WOOD OR TIMBER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: GRAVEL
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1973
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 22.0 FT
(49) TOTAL BRIDGE LENGTH: 46.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 13.8 FT
(52) BRIDGE OUT TO OUT WIDTH: 154 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 15.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 10 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 13.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES
NOT A NHS ROUTE
LOCAL RURAL ROAD

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

Z o o g~

H-15-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 46.9 FT
(94) BRIDGE IMPROVEMENT COST: $196,000.00
(95) ROADWAY IMPROVEMENT COST: $20,000.00
(96) TOTAL PROJECT COST: $295,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/2/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: TIMOTHY BRANCH RD.
CROSSING: DOE CREEK
LOCATION: W OFF SR67-N OF SR167

460A0550001
JOHNSON COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A055
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.22
SUFFICIENCY RATING: 12.9

IDENTIFICATION
N 36.41905 DEGREES
W  81.95055 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: CONCRETE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 1
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1965
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 20.0 FT
(49) TOTAL BRIDGE LENGTH: 40.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 15.1 FT
(52) BRIDGE OUT TO OUT WIDTH: 16.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 14.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 24 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 13.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
1-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): 3 TONS
WEIGHT POSTING (3 OR MORE AXLES): 3 TONS
(70) BRIDGE POSTING CODE: 3
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL
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(67) STRUCTURAL EVALUATION: 3
(68) DECK GEOMETRY: 2
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 4
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 2

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 62 FT
(94) BRIDGE IMPROVEMENT COST: $289,000.00
(95) ROADWAY IMPROVEMENT COST: $29,000.00
(96) TOTAL PROJECT COST: $434,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 4/2/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): /
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): 04/2018
(92c) SPECIAL INSP FREQUENCY (MONTHS): Y12

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A0570001
JOHNSON COUNTY
00000

CAMPBELL RD.
MACK BRANCH

1 M NW OF SR 67

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A057
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.98
SUFFICIENCY RATING: 100.0

IDENTIFICATION
N 36.43833 DEGREES
W  81.94055 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1993
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 259 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 33.8 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N Z o o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/3/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A0630001

JOHNSON COUNTY

00000

SLABTOWN RD.

DOE CREEK

N OFF SR67-SW OF US421

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A063
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.45
SUFFICIENCY RATING: 49.5

IDENTIFICATION
N 36.44917 DEGREES
W  81.89944 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1960
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 269 FT
(49) TOTAL BRIDGE LENGTH: 30.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.3 FT
(52) BRIDGE OUT TO OUT WIDTH: 21.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 21.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): 10 TONS
WEIGHT POSTING (3 OR MORE AXLES): 18 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o g u

H-15-44

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 52.8 FT
(94) BRIDGE IMPROVEMENT COST: $329,000.00
(95) ROADWAY IMPROVEMENT COST: $33,000.00
(96) TOTAL PROJECT COST: $494,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/4/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A0640001
JOHNSON COUNTY
00000

STAGE COACH LOOP
DOE CREEK

S OF SR67-N OF SR167

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A064
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.10
SUFFICIENCY RATING: 62.7

IDENTIFICATION
N 36.44839 DEGREES
W  81.92094 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1975
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 279 FT
(49) TOTAL BRIDGE LENGTH: 28.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 233 FT
(52) BRIDGE OUT TO OUT WIDTH: 249 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 10 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 17.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE

2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK
HISTORICAL SIGNIFICANCE HAS

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 2

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

Z > O O
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(76) LENGTH OF BRIDGE IMPROVEMENT: 28.9 FT
(94) BRIDGE IMPROVEMENT COST: $132,000.00
(95) ROADWAY IMPROVEMENT COST: $14,000.00
(96) TOTAL PROJECT COST: $199,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/4/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A0640003

JOHNSON COUNTY

00000

STAGE COACH LOOP

DOE CREEK

S OFF SR67-N OF SR167 JCT

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A064
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.57
SUFFICIENCY RATING: 99.0

IDENTIFICATION
N 36.43472 DEGREES
W 81.91388 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 141 FT
(49) TOTAL BRIDGE LENGTH: 449 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 213 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 21.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: HS-20-44 +MOD
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/4/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A0710001

JOHNSON COUNTY

00000

PEDRO SHOUN LN.

DOE CREEK

N OFF SR67-W OF MTN. CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A071
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.76
SUFFICIENCY RATING: 93.1

IDENTIFICATION
N 36.45305 DEGREES
W 81.88015 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1995
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 341 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 285 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o N2 Z2 Z

H-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/4/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A0950001

CITY OF MOUNTAIN CITY
50400

HAMPTON ST.

BRANCH

N OF SR67 IN MTN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A095
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.37
SUFFICIENCY RATING: 49.0

IDENTIFICATION
N 36.47611 DEGREES
W 81.81806 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1975
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 18.0 FT
(49) TOTAL BRIDGE LENGTH: 240 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 22 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): 10 TONS
WEIGHT POSTING (3 OR MORE AXLES): 18 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o g u

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 3
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 44.9 FT
(94) BRIDGE IMPROVEMENT COST: $280,000.00
(95) ROADWAY IMPROVEMENT COST: $29,000.00
(96) TOTAL PROJECT COST: $421,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0910001

CITY OF MOUNTAIN CITY
50400

N. CHURCH ST.
FURNACE CREEK

1.2 M S OF SR67

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A104
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.74
SUFFICIENCY RATING: 94.0

IDENTIFICATION
N 36.48413 DEGREES
W 81.79867 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2004
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 18.0 FT
(49) TOTAL BRIDGE LENGTH: 63.3 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 322 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 322 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: HS-20-44 +MOD
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N oo Z2 2 2

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 2N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): /
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0910003

STATE OF TENNESSEE
00000

STATE HWY. 91
FURNACE CREEK

.1 M S OF HOOSIER RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A104
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.06
SUFFICIENCY RATING: 93.0

IDENTIFICATION
N 36.49806 DEGREES
W 8178361 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1996
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 322 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 41.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 47.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 39.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 41.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1100
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A1210001

CITY OF MOUNTAIN CITY
50400

DEPOT LN.

FURNACE CREEK
CHURCH ST-E OFF US421

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A121
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.02
SUFFICIENCY RATING: 87.0

IDENTIFICATION
N 36.46889 DEGREES
W 81.80356 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2002
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 525 FT
(49) TOTAL BRIDGE LENGTH: 525 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 259 FT
(52) BRIDGE OUT TO OUT WIDTH: 285 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 38 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 259 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o~~~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/4/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): /
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A4350001

CITY OF MOUNTAIN CITY
50400

FAIRGROUND LN.

FURNACE CREEK

AT HIGH SCHOOL IN MTN CTY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A122
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.02
SUFFICIENCY RATING: 10.7

IDENTIFICATION
N 36.47989 DEGREES
W 81.79886 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY-PEDESTRIAN
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 279 FT
(49) TOTAL BRIDGE LENGTH: 299 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 46 FT
(51) BRIDGE CURB TO CURB WIDTH: 26.2 FT
(52) BRIDGE OUT TO OUT WIDTH: 322 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 259 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 259 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): 0 TONS
WEIGHT POSTING (3 OR MORE AXLES): 0 TONS
(70) BRIDGE POSTING CODE: 0
(41) WT POSTING STATUS:  CLOSED

Z o o g o

H-15-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

0o o 2 o o

(76) LENGTH OF BRIDGE IMPROVEMENT: 51.8 FT
(94) BRIDGE IMPROVEMENT COST: $422,000.00
(95) ROADWAY IMPROVEMENT COST: $43,000.00
(96) TOTAL PROJECT COST: $634,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A1330001

CITY OF MOUNTAIN CITY
50400

CIRCLE DR.

FURNACE CREEK
CIRCLE DR-W OFF SR91

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A125
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.84
SUFFICIENCY RATING: 89.2

IDENTIFICATION
N 36.49139 DEGREES
W  81.79222 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2018
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 140 FT
(49) TOTAL BRIDGE LENGTH: 29.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 34.8 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 341 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

0w oo Z2 Z2 Z

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1011
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0w o 2 U

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 7/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: CIRCLE LN.
CROSSING: FURNACE CREEK
LOCATION: W OFF SR91 IN MTN. CITY

460A1280001
CITY OF MOUNTAIN CITY
50400

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A128
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.03
SUFFICIENCY RATING: 49.0

IDENTIFICATION
N 36.48714 DEGREES
W 81.79669 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1959
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 279 FT
(49) TOTAL BRIDGE LENGTH: 30.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 22 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 11 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 17.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): 10 TONS
WEIGHT POSTING (3 OR MORE AXLES): 18 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

Z o o g u

HS-15-44

APPRAISAL

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 52.8 FT
(94) BRIDGE IMPROVEMENT COST: $330,000.00
(95) ROADWAY IMPROVEMENT COST: $34,000.00
(96) TOTAL PROJECT COST: $496,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A1250001

CITY OF MOUNTAIN CITY
50400

FAIRVIEW AVE.

FURNACE CREEK
FAIRVIEW AV.-E OFF SR91

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A133
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.08
SUFFICIENCY RATING: 80.6

IDENTIFICATION
N 36.47814 DEGREES
W 81.80128 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1950
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 22.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 23 FT
(51) BRIDGE CURB TO CURB WIDTH: 213 FT
(52) BRIDGE OUT TO OUT WIDTH: 22.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o o oo

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2~ o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460B1380001

CITY OF MOUNTAIN CITY
50400

BUTLER LN.

FURNACE CREEK

IN MOUNTAIN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A137
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.13
SUFFICIENCY RATING: 89.1

IDENTIFICATION
N 36.47517 DEGREES
W  81.80137 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1968
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 18.0 FT
(49) TOTAL BRIDGE LENGTH: 20.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 28.5 FT
(52) BRIDGE OUT TO OUT WIDTH: 29.9 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 12.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 11.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH: NO
(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE
(26) FUNCTIONAL CLASS: LOCAL RURAL ROAD
(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z o o o u

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o Z o o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A1380001

CITY OF MOUNTAIN CITY
50400

E. MAIN ST.

FURNACE CREEK

E MAIN ST. IN MTN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A138
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.14
SUFFICIENCY RATING: 43.9

IDENTIFICATION
N 36.47369 DEGREES
W  81.80187 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1939
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY-PEDESTRIAN
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 259 FT
(49) TOTAL BRIDGE LENGTH: 299 FT
(50a) LEFT SIDEWALK WIDTH: 3.6 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20 FT
(52) BRIDGE OUT TO OUT WIDTH: 21 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 194 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:

(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z oo o o

H-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: U

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

o oo Z N O

(76) LENGTH OF BRIDGE IMPROVEMENT: 51.8 FT
(94) BRIDGE IMPROVEMENT COST: $411,000.00
(95) ROADWAY IMPROVEMENT COST: $42,000.00
(96) TOTAL PROJECT COST: $617,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A1500001

CITY OF MOUNTAIN CITY
50400

ATWOOD ST.

GOOSE CREEK

ATWOOD ST-S OF SR91-US421

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A150
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.18
SUFFICIENCY RATING: 71.3

IDENTIFICATION
N 36.46908 DEGREES
W  81.80739 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 269 FT
(49) TOTAL BRIDGE LENGTH: 28.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21 FT
(52) BRIDGE OUT TO OUT WIDTH: 223 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 21 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 17.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE

2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK
HISTORICAL SIGNIFICANCE HAS

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

Z o ao

H-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 28.9 FT
(94) BRIDGE IMPROVEMENT COST: $132,000.00
(95) ROADWAY IMPROVEMENT COST: $14,000.00
(96) TOTAL PROJECT COST: $199,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/9/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A1680001

CITY OF MOUNTAIN CITY

50400

DOTSON LN.

TOWN CREEK

JACKSON ST-BTWN SR167&421

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A168
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.25
SUFFICIENCY RATING: 86.5

IDENTIFICATION
N 36.43906 DEGREES
W  81.80097 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2001
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 40.0 FT
(49) TOTAL BRIDGE LENGTH: 42.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 26.2 FT
(52) BRIDGE OUT TO OUT WIDTH: 285 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 26.2 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 26.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N N o o

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 2

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/4/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: VAUGHT STOUT RD.
CROSSING: DOE CREEK
LOCATION: W OFF SR67-N OF SR167

460A0530001
JOHNSON COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A178
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.07
SUFFICIENCY RATING: 93.8

IDENTIFICATION
N 36.42363 DEGREES
W  81.94390 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1986
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 22.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 16.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 13.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/3/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A1790001

JOHNSON COUNTY
00000

JORDAN RD.

DOE CREEK

S OFF SR67-JORDAN RD.

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A179
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.05
SUFFICIENCY RATING: 93.8

IDENTIFICATION
N 36.43185 DEGREES
W  81.92450 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1988
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 41.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 17.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/3/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460B4330001

JOHNSON COUNTY

00000

ROBINSON LN.

DOE CREEK

NW OFF SR67-N OF SR167

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A184
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.01
SUFFICIENCY RATING: 50.4

IDENTIFICATION
N 36.42120 DEGREES
W  81.94878 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: WOOD OR TIMBER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: WOOD OR TIMBER

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2005
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 341 FT
(49) TOTAL BRIDGE LENGTH: 384 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 11.2 FT
(52) BRIDGE OUT TO OUT WIDTH: 12.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 12.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 11.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES
NOT A NHS ROUTE
LOCAL RURAL ROAD

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): 10 TONS
WEIGHT POSTING (3 OR MORE AXLES): 18 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z NN~

H-10-44

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 3
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 7
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 384 FT
(94) BRIDGE IMPROVEMENT COST: $139,000.00
(95) ROADWAY IMPROVEMENT COST: $14,000.00
(96) TOTAL PROJECT COST: $209,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/3/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A2150001

JOHNSON COUNTY

00000

OSIE RD.

BEAVER DAM CREEK

NW OFF SR133-N OF US421

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A215
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.03
SUFFICIENCY RATING: 98.0

IDENTIFICATION
N 36.55444 DEGREES
W  81.89083 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 33.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 18.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: HS-20-44 +MOD
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1100
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER: 460A2430001
BRIDGE OWNER: JOHNSON COUNTY
FIPS CODE: 00000
ROAD NAME: OLD COLD SPRINGS RD.
CROSSING: CORN CREEK
LOCATION: N OFF US 421-N OF MTN CTY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A243
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.27
SUFFICIENCY RATING: 76.2

IDENTIFICATION

(16a,b) LATITUDE: N 36.48806 DEGREES
(17a,b) LONGITUDE: W 8181278 DEGREES
(98a) BORDER BRIDGE STATE CODE: N/A
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:
A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1950
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 18.0 FT
(49) TOTAL BRIDGE LENGTH: 210 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 213 FT
(52) BRIDGE OUT TO OUT WIDTH: 23.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 10 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.0 FT
(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE
NAVIGATION DATA
(38) NAV CONTROL: NO NAVIGATION CONTROL
(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION

(112) MEETS NBIS BRIDGE LENGTH: NO
(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE
(26) FUNCTIONAL CLASS: LOCAL RURAL ROAD
(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 6
(59) SUPERSTRUCTURE: 6
(60) SUBSTRUCTURE: 6
(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5
(62) CULVERT CONDITION (IF APPLICABLE): N
DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: H-20-44
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL

(67) STRUCTURAL EVALUATION: 6
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS

NEEDED)
(76) LENGTH OF BRIDGE IMPROVEMENT: 21 FT
(94) BRIDGE IMPROVEMENT COST: $52,000.00
(95) ROADWAY IMPROVEMENT COST: $6,000.00
(96) TOTAL PROJECT COST: $79,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A2480001

JOHNSON COUNTY

00000

SHUPES MILL RD.

GOOSE CREEK

N OF US421 NEAR MTN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A248
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.57
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 36.49448 DEGREES
W 81.81528 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1971
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 269 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 30.5 FT
(52) BRIDGE OUT TO OUT WIDTH: 325 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 26.9 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 26.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 22

H-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o 2 o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A2490001

JOHNSON COUNTY

00000

JENKINS HOLLOW RD.
STONE BRANCH

N OFF US421-N OF MTN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A249
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.02
SUFFICIENCY RATING: 97.0

IDENTIFICATION
N 36.49719 DEGREES
W 81.81693 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1975
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 259 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 249 FT
(52) BRIDGE OUT TO OUT WIDTH: 295 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 23.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 249 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

N~ N2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A2540001

JOHNSON COUNTY

00000

FURNACE CREEK RD.
FURNACE CREEK

E OFF SR91-N OF MTN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A254
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.66
SUFFICIENCY RATING: 32.7

IDENTIFICATION
N 36.50080 DEGREES
W 8177523 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1955
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 20.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 253 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 23.6 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH: NO
(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE
(26) FUNCTIONAL CLASS: LOCAL RURAL ROAD
(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): 6 TONS
WEIGHT POSTING (3 OR MORE AXLES): 11 TONS
(70) BRIDGE POSTING CODE: 3
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z w w o o

H-20-44

(67) STRUCTURAL EVALUATION: 3
(68) DECK GEOMETRY: 5
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 5
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 2
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 40 FT
(94) BRIDGE IMPROVEMENT COST: $254,000.00
(95) ROADWAY IMPROVEMENT COST: $26,000.00
(96) TOTAL PROJECT COST: $382,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/12/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A2590001

JOHNSON COUNTY
00000

FOX HOLLOW RD.
FURNACE CREEK
FOXHALL RD-E OF SR91

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A259
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.00
SUFFICIENCY RATING: 84.5

IDENTIFICATION
N 36.49948 DEGREES
W  81.77928 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1979
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 36.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 16.1 FT
(52) BRIDGE OUT TO OUT WIDTH: 20.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 16.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 15.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

N~ N2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o2 w

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/5/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A2620001

JOHNSON COUNTY

00000

GENTRY CREEK RD.
GENTRY CREEK

E OF SR91-W. HAWKINS RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A262
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.35
SUFFICIENCY RATING: 56.1

IDENTIFICATION
N 36.55661 DEGREES
W  81.74885 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1939
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 210 FT
(49) TOTAL BRIDGE LENGTH: 210 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21 FT
(52) BRIDGE OUT TO OUT WIDTH: 21 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 16.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): 10 TONS
WEIGHT POSTING (3 OR MORE AXLES): 18 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

Z o1 oga g

HS-15-44

APPRAISAL

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 5
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 5
(72) APPROACH ROADWAY ALIGNMENT: 6
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

(76) LENGTH OF BRIDGE IMPROVEMENT: 21 FT
(94) BRIDGE IMPROVEMENT COST: $101,000.00
(95) ROADWAY IMPROVEMENT COST: $11,000.00
(96) TOTAL PROJECT COST: $152,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A2640001

JOHNSON COUNTY

00000

STAR GAP RD.

GENTRY CREEK

E OF SR91 NEAR LAUREL BLD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A264
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.70
SUFFICIENCY RATING: 96.0

IDENTIFICATION
N 36.55861 DEGREES
W 8175167 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1995
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 33.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 27.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
1-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o o Z2 Z2 Z

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o ~NZ2 N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: WATERS RD.
CROSSING: LAUREL CREEK
LOCATION: W OFF SR91-N OF LAUREL BL

460A2730001
JOHNSON COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A273
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.03
SUFFICIENCY RATING: 98.0

IDENTIFICATION
N 36.57695 DEGREES
W  81.75727 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1992
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 51.8 FT
(49) TOTAL BRIDGE LENGTH: 55.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 243 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N o o o

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: SHINGLETOWN RD.
CROSSING: LAUREL CREEK
LOCATION: W OF SR91-S OF LAUREL BLO

460A2760001
JOHNSON COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A276
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.04
SUFFICIENCY RATING: 83.3

IDENTIFICATION
N 36.49806 DEGREES
W 81.81295 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1965
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 13.1 FT
(49) TOTAL BRIDGE LENGTH: 341 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 17.1 FT
(52) BRIDGE OUT TO OUT WIDTH: 18 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 18.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: OTHER OR UNKNOWN
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 22

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N Z w N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A2960001

JOHNSON COUNTY

00000

FORGE CREEK CIR.

FORGE CREEK

S OFF SR167 AT HAMMON CHA

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A296
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.01
SUFFICIENCY RATING: 67.0

IDENTIFICATION
N 36.46727 DEGREES
W 8173317 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: WOOD OR TIMBER
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: GRAVEL
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 299 FT
(49) TOTAL BRIDGE LENGTH: 322 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 125 FT
(52) BRIDGE OUT TO OUT WIDTH: 141 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 17.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 125 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z o o g~

H-20-44

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 2
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8
RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

(76) LENGTH OF BRIDGE IMPROVEMENT: 32.2 FT
(94) BRIDGE IMPROVEMENT COST: $132,000.00
(95) ROADWAY IMPROVEMENT COST: $14,000.00
(96) TOTAL PROJECT COST: $199,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A2960003

JOHNSON COUNTY

00000

FORGE CREEK CIR.
FORGE CREEK

S OF SR167-E OF MTN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A296
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.24
SUFFICIENCY RATING: 55.8

IDENTIFICATION
N 36.46432 DEGREES
W  81.73493 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1955
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 171 FT
(49) TOTAL BRIDGE LENGTH: 210 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 19.7 FT
(52) BRIDGE OUT TO OUT WIDTH: 243 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 18.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH: NO
(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE
(26) FUNCTIONAL CLASS: LOCAL RURAL ROAD
(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 2

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

Z o b O O

H-10-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 413 FT
(94) BRIDGE IMPROVEMENT COST: $232,000.00
(95) ROADWAY IMPROVEMENT COST: $24,000.00
(96) TOTAL PROJECT COST: $349,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/17/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A2970001

JOHNSON COUNTY

00000

FORGE RD.

FORGE CREEK

E OF MTN CITY-ED PORTER R

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A297
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.91
SUFFICIENCY RATING: 85.0

IDENTIFICATION
N 36.44205 DEGREES
W 81.77028 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1938
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 299 FT
(49) TOTAL BRIDGE LENGTH: 341 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 20 FT
(52) BRIDGE OUT TO OUT WIDTH: 21 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 60 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 19.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N o g o

H-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 g’

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/5/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A2970003

JOHNSON COUNTY

00000

FORGE RD.

FORGE CREEK

OLD FORGE CR RD-S 1SR167

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A297
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.87
SUFFICIENCY RATING: 68.2

IDENTIFICATION
N 36.45143 DEGREES
W  81.75977 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CORRUGATED STEEL
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: GRAVEL
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2015
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.0 FT
(49) TOTAL BRIDGE LENGTH: 264 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 16.1 FT
(52) BRIDGE OUT TO OUT WIDTH: 16.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 16.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 35 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 16.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE

2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK
HISTORICAL SIGNIFICANCE HAS

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: IN11
(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

~N~~NZ2 22

HS-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 47.9 FT
(94) BRIDGE IMPROVEMENT COST: $258,000.00
(95) ROADWAY IMPROVEMENT COST: $26,000.00
(96) TOTAL PROJECT COST: $388,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 5/24/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A2970005

JOHNSON COUNTY

00000

STAGE RD.

FORGE CREEK

S OF SR167 E OF MTN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A302
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.18
SUFFICIENCY RATING: 77.5

IDENTIFICATION
N 36.45303 DEGREES
W 81.88010 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1978
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 210 FT
(49) TOTAL BRIDGE LENGTH: 48.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 223 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z oo o o

H-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: U

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o 2 g’

(76) LENGTH OF BRIDGE IMPROVEMENT: 48.9 FT
(94) BRIDGE IMPROVEMENT COST: $203,000.00
(95) ROADWAY IMPROVEMENT COST: $21,000.00
(96) TOTAL PROJECT COST: $305,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES

(90) DATE OF LAST REGULAR INSPECTION: 4/5/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): /
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A3070001

JOHNSON COUNTY

00000

TRIPLETT RD.

ROAN CREEK

S OFF US421-SE OF MTN CTY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A307
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.01
SUFFICIENCY RATING: 76.2

IDENTIFICATION
N 36.42862 DEGREES
W 81.78030 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1978
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 39.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 141 FT
(52) BRIDGE OUT TO OUT WIDTH: 18.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 16.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 13.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
1-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o Z2 Z2 Z

HS-15-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 39 FT
(94) BRIDGE IMPROVEMENT COST: $144,000.00
(95) ROADWAY IMPROVEMENT COST: $15,000.00
(96) TOTAL PROJECT COST: $217,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A3090001

JOHNSON COUNTY

00000

ANTIOCH RD.

ROAN CREEK

E OFF US421-S OF MTN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A309
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.02
SUFFICIENCY RATING: 98.9

IDENTIFICATION
N 36.41972 DEGREES
W  81.76952 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 42.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 249 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 249 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

o a2 Z2 Z

H-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N2 2o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/4/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: PAUL MCGLAMMERY LN.
CROSSING: ROAN CREEK
LOCATION: W OFF US421 NEAR STATE LI

460A3460001
JOHNSON COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A346
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.02
SUFFICIENCY RATING: 94.8

IDENTIFICATION
N 36.35370 DEGREES
W 8175510 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NONE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1998
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 30.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 253 FT
(52) BRIDGE OUT TO OUT WIDTH: 32.8 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES
NOT A NHS ROUTE
LOCAL RURAL ROAD

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o o Z o N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/5/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A3620001

JOHNSON COUNTY

00000

ARNOLD RD.

ROAN CREEK

BTWN SR167&US421-S OF CTY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A362
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.01
SUFFICIENCY RATING: 77.9

IDENTIFICATION
N 36.43150 DEGREES
W  81.79965 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1978
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 33.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 144 FT
(52) BRIDGE OUT TO OUT WIDTH: 18.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 13.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE

1-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK
HISTORICAL SIGNIFICANCE HAS

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

~N oo Z2 2 2

H-20-44

0 o 2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: 33.1 FT
(94) BRIDGE IMPROVEMENT COST: $126,000.00
(95) ROADWAY IMPROVEMENT COST: $13,000.00
(96) TOTAL PROJECT COST: $190,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/5/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A3720001

JOHNSON COUNTY

00000

LAUREL RD.

VAUGHT CREEK

LAUREL RD-BTWN SR167&SR34

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A372
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.32
SUFFICIENCY RATING: 93.4

IDENTIFICATION
N 36.38232 DEGREES
W 81.81933 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1986
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 322 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 18.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/3/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A3750001

JOHNSON COUNTY

00000

SLIMP BRANCH RD.

ROAN CREEK

SE OFF SR167-SW OF AIRPRT

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A375
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.34
SUFFICIENCY RATING: 38.9

IDENTIFICATION
N 36.39578 DEGREES
W 81.84837 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1962
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 100.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 18.4 FT
(52) BRIDGE OUT TO OUT WIDTH: 194 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 15.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 184 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): 10 TONS
WEIGHT POSTING (3 OR MORE AXLES): 18 TONS
(70) BRIDGE POSTING CODE: 4
(41) WT POSTING STATUS:  WEIGHT POSTED

APPRAISAL

Z > W oo

H-20-44

(67) STRUCTURAL EVALUATION: 3
(68) DECK GEOMETRY: 4
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 1110

(113) SCOUR CONDITION RATING: 2
RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

(76) LENGTH OF BRIDGE IMPROVEMENT: 127.6 FT
(94) BRIDGE IMPROVEMENT COST: $628,000.00
(95) ROADWAY IMPROVEMENT COST: $63,000.00
(96) TOTAL PROJECT COST: $943,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/4/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A3780001

JOHNSON COUNTY

00000

STOUT BRANCH RD.
ROANE'S CREEK

STOUT BR. RD-SE OFF SR167

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A378
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.06
SUFFICIENCY RATING: 93.7

IDENTIFICATION
N 36.39255 DEGREES
W 81.86282 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1993
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 74.1 FT
(49) TOTAL BRIDGE LENGTH: 153.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 26.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 249 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/4/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A4090001

JOHNSON COUNTY

00000

LITTLE DRY RUN RD.

ROAN CREEK

LT DRY RUN RD-S OFF SR167

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A409
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.35
SUFFICIENCY RATING: 43.4

IDENTIFICATION
N 36.37542 DEGREES
W  81.92728 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1975
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 479 FT
(49) TOTAL BRIDGE LENGTH: 80.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 18.4 FT
(52) BRIDGE OUT TO OUT WIDTH: 19.7 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 17.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: U

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

Z o b~ oo

H-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 108.6 FT
(94) BRIDGE IMPROVEMENT COST: $657,000.00
(95) ROADWAY IMPROVEMENT COST: $66,000.00
(96) TOTAL PROJECT COST: $986,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/3/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A4130001

JOHNSON COUNTY

00000

MOREFIELD RD.

ROAN CREEK

S OFF SR167-E OF SR67 JCT

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A413
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.05
SUFFICIENCY RATING: 65.1

IDENTIFICATION
N 36.38973 DEGREES
W  81.89897 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NONE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1965
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 30.8 FT
(49) TOTAL BRIDGE LENGTH: 61.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 115 FT
(52) BRIDGE OUT TO OUT WIDTH: 12.8 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 12.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 115 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
1-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o~~~

HS-15-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 61 FT
(94) BRIDGE IMPROVEMENT COST: $150,000.00
(95) ROADWAY IMPROVEMENT COST: $16,000.00
(96) TOTAL PROJECT COST: $226,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/3/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: ROBERT ROARK LN.
CROSSING: LAUREL CREEK
LOCATION: W OFF SR91-JUSTSOF ST L

460A4400001
JOHNSON COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A440
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.02
SUFFICIENCY RATING: 93.5

IDENTIFICATION
N 36.59250 DEGREES
W  81.75488 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1987
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 49.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 22

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/11/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A4340001

JOHNSON COUNTY

00000

BETTY HAMMON LN.

FORGE CREEK

N OFF SR167-E OF MTN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A458
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.01
SUFFICIENCY RATING: 86.7

IDENTIFICATION
N 36.47667 DEGREES
W  81.72485 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 23.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 21 FT
(52) BRIDGE OUT TO OUT WIDTH: 25.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 20 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: HS-20-44 +MOD
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0o N2 o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/4/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: MCEWEN BRIDGE LN.
CROSSING: DOE CREEK
LOCATION: W OF SR67-2 M N OF SR167

460A0490001
JOHNSON COUNTY
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A600
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.01
SUFFICIENCY RATING: 90.7

IDENTIFICATION
N 36.41240 DEGREES
W  81.96077 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: UNKNOWN
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1984
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 20.0 FT
(49) TOTAL BRIDGE LENGTH: 43.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 22 FT
(52) BRIDGE OUT TO OUT WIDTH: 259 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 19.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: HS-20-44 +MOD
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o N2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/2/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460A6010001
JOHNSON COUNTY
00000
CULBERSON LN.
ROAN CREEK

.3 MI NE OF SR 34

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A602
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.02
SUFFICIENCY RATING: 55.3

IDENTIFICATION
N 36.41290 DEGREES
W 81.76662 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1995
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 299 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 105 FT
(52) BRIDGE OUT TO OUT WIDTH: 13.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 12.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 105 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS

YES
NOT A NHS ROUTE
LOCAL RURAL ROAD

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o N o~

H-15-44

o o Z N O

(76) LENGTH OF BRIDGE IMPROVEMENT: 29.9 FT
(94) BRIDGE IMPROVEMENT COST: $107,000.00
(95) ROADWAY IMPROVEMENT COST: $11,000.00
(96) TOTAL PROJECT COST: $161,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2018
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460C2000001

CITY OF MOUNTAIN CITY
50400

PIONEER VILLAGE DR.
GOOSE CREEK
PIONEER VILLAGE DR

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0A603
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.01
SUFFICIENCY RATING: 80.7

IDENTIFICATION
N 36.46547 DEGREES
W 81.80192 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1999
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 40.0 FT
(49) TOTAL BRIDGE LENGTH: 43.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 30.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
LOCAL RURAL ROAD
NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z NN~

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

0 o 2 N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

460D0010001

CITY OF MOUNTAIN CITY
50400

NOT AVAILABLE

GOOSE CREEK

0.5M W OF US421

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: 0D001
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.01
SUFFICIENCY RATING: 100.0

IDENTIFICATION
N 36.45395 DEGREES
W  81.81333 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2016
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 16.0 FT
(49) TOTAL BRIDGE LENGTH: 495 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 243 FT
(52) BRIDGE OUT TO OUT WIDTH: 38.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 249 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 249 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

LOCAL RURAL ROAD

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~N~~NZ2 22

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

~N~NZ o0 N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 4/10/2018
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0340001

STATE OF TENNESSEE
00000

us-421

BEAVERDAM CREEK
.22 M EAST OF SR91

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR034
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.50
SUFFICIENCY RATING: 97.1

IDENTIFICATION
N 36.52089 DEGREES
W  81.92829 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1990
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 36.1 FT
(49) TOTAL BRIDGE LENGTH: 109.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 38.4 FT
(52) BRIDGE OUT TO OUT WIDTH: 42 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 38.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 384 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS: OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

Z 0o N o~

HS-20-44

0 © Z N N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/13/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0340003

STATE OF TENNESSEE
50400

N. SHADY ST.

GOOSE CREEK

1M S OF MOUNTAIN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR034
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 12.85
SUFFICIENCY RATING: 83.9

IDENTIFICATION
N 36.48655 DEGREES
W 81.80833 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:
A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2005
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 285 FT
(49) TOTAL BRIDGE LENGTH: 85.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 40 FT
(52) BRIDGE OUT TO OUT WIDTH: 479 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 36.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 40.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: HS-20-44 +MOD
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

Z 0o o N

0w o 2 g

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/13/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0340005

STATE OF TENNESSEE
50400

S. SHADY ST.
FURNACE CREEK

IN MOUNTAIN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR034
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 14.33
SUFFICIENCY RATING: 66.9

IDENTIFICATION
N 36.46792 DEGREES
W  81.80403 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1954
(106) YEAR THE BRIDGE WAS REHABILITATED: 1983
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 4
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 341 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 58.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 57.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o a2 Z2 Z

HS-20-44

o N2 2o

(76) LENGTH OF BRIDGE IMPROVEMENT: 34.1 FT
(94) BRIDGE IMPROVEMENT COST: $304,000.00
(95) ROADWAY IMPROVEMENT COST: $31,000.00
(96) TOTAL PROJECT COST: $457,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/13/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0340007

STATE OF TENNESSEE
00000

us-421

ROARING CREEK

4 MS OF TRIPLETT RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR034
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 17.08
SUFFICIENCY RATING: 69.6

IDENTIFICATION
N 36.43372 DEGREES
W 81.78546 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1954
(106) YEAR THE BRIDGE WAS REHABILITATED: 1984
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 4
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 479 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 65.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 65.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: HS-20-44 +MOD
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NN10
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o Z2 Z2 Z

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: 47.9 FT
(94) BRIDGE IMPROVEMENT COST: $417,000.00
(95) ROADWAY IMPROVEMENT COST: $42,000.00
(96) TOTAL PROJECT COST: $626,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/13/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0340009

STATE OF TENNESSEE
00000

us-421

ROAN CREEK

.2M W OF TRIPLETT RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR034
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 17.78
SUFFICIENCY RATING: 76.1

IDENTIFICATION
N 36.43372 DEGREES
W 81.78545 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1954
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 67.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 36.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 35.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  OTHER STRUCTURAL WORK

~N~~NZ2 22

HS-20-44

o N2 2o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/13/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0340011

STATE OF TENNESSEE
00000

us-421

ROAN CREEK

1.1 M SE BRUSHY FORK RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR034
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 19.61
SUFFICIENCY RATING: 58.6

IDENTIFICATION
N 36.43372 DEGREES
W 81.78545 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 3
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 48.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 479 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 479 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NN11
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o 2 2 Z2

HS-20-44

o ~NZ2 2 o,

(76) LENGTH OF BRIDGE IMPROVEMENT: 48.9 FT
(94) BRIDGE IMPROVEMENT COST: $347,000.00
(95) ROADWAY IMPROVEMENT COST: $35,000.00
(96) TOTAL PROJECT COST: $521,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0340013

STATE OF TENNESSEE
00000

us-421

ROAN CREEK

.9 M SE BRUSHY FORK RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR034
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 19.96
SUFFICIENCY RATING: 68.6

IDENTIFICATION
N 36.40000 DEGREES
W 81.75667 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 3
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 449 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 479 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 479 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

~N~~NZ2 22

HS-20-44

0o N2 2N

(76) LENGTH OF BRIDGE IMPROVEMENT: 44.9 FT
(94) BRIDGE IMPROVEMENT COST: $322,000.00
(95) ROADWAY IMPROVEMENT COST: $33,000.00
(96) TOTAL PROJECT COST: $484,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0340015

STATE OF TENNESSEE
00000

us-421

ROAN CREEK

.7 M N OF JOE WALLACE RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR034
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 21.25
SUFFICIENCY RATING: 72.6

IDENTIFICATION
N 36.38309 DEGREES
W 81.75916 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 39.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 36.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o 2 2 Z2

HS-20-44

o o Z2 Z2 o,

(76) LENGTH OF BRIDGE IMPROVEMENT: 39 FT
(94) BRIDGE IMPROVEMENT COST: $243,000.00
(95) ROADWAY IMPROVEMENT COST: $25,000.00
(96) TOTAL PROJECT COST: $365,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0340017

STATE OF TENNESSEE
00000

us-421

ROAN CREEK

.2 M E OF JOE WALLACE RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR034
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 21.41
SUFFICIENCY RATING: 84.6

IDENTIFICATION
N 36.38090 DEGREES
W  81.76007 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 62.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 36.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NN10
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o Z2 Z2 Z

HS-20-44

o o 22 o0

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER: 46SR0340019
BRIDGE OWNER: STATE OF TENNESSEE
FIPS CODE: 00000
ROAD NAME: US-421
CROSSING: ROAN CREEK
LOCATION: .4 M N OF F WALLACE RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR034
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 21.62
SUFFICIENCY RATING: 67.4

IDENTIFICATION

(16a,b) LATITUDE: N 36.37781 DEGREES
(17a,b) LONGITUDE: W 81.76045 DEGREES
(98a) BORDER BRIDGE STATE CODE: N/A
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:
A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 39.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 36.1 FT
(52) BRIDGE OUT TO OUT WIDTH: 38.1 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 36.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 358 FT
(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE
NAVIGATION DATA
(38) NAV CONTROL: NO NAVIGATION CONTROL
(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION

(112) MEETS NBIS BRIDGE LENGTH: YES
(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE
(26) FUNCTIONAL CLASS: RURAL ARTERIAL
(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE
(102) TRAFFIC DIR: 2-WAY TRAFFIC
(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N
(59) SUPERSTRUCTURE: N
(60) SUBSTRUCTURE: N
(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7
(62) CULVERT CONDITION (IF APPLICABLE): 5
DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING: HS-20-44
WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL

(67) STRUCTURAL EVALUATION: 5
(68) DECK GEOMETRY: 5
(69) UNDERCLEARANCE RATING: N
(71) WATERWAY ADEQUACY: 6
(72) APPROACH ROADWAY ALIGNMENT: 8
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS

NEEDED)
(76) LENGTH OF BRIDGE IMPROVEMENT: 39 FT
(94) BRIDGE IMPROVEMENT COST: $61,000.00
(95) ROADWAY IMPROVEMENT COST: $7,000.00
(96) TOTAL PROJECT COST: $92,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0340021

STATE OF TENNESSEE
00000

us-421

ROAN CREEK

.4 M NE OF CENTER VIEW

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR034
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 22.22
SUFFICIENCY RATING: 68.1

IDENTIFICATION
N 36.37781 DEGREES
W 81.76045 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 78.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 36.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 35.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE

2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK
HISTORICAL SIGNIFICANCE HAS

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  OTHER STRUCTURAL WORK

o o Z2 Z2 Z

HS-20-44

o ~NZ2 2 o,

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0340023

STATE OF TENNESSEE
00000

us-421

ROAN CREEK

.7 M NE OF CENTER VIEW

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR034
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 22.33
SUFFICIENCY RATING: 62.5

IDENTIFICATION
N 36.36882 DEGREES
W  81.75452 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 371 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 36.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 35.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o 2 2 Z2

HS-20-44

o o Z2 Z2 o,

(76) LENGTH OF BRIDGE IMPROVEMENT: 37.1 FT
(94) BRIDGE IMPROVEMENT COST: $234,000.00
(95) ROADWAY IMPROVEMENT COST: $24,000.00
(96) TOTAL PROJECT COST: $352,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0340025

STATE OF TENNESSEE
00000

us-421

ROAN CREEK

.9 M NE OF CENTER VIEW

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR034
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 22.59
SUFFICIENCY RATING: 65.5

IDENTIFICATION
N 36.36526 DEGREES
W 81.75604 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 38.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 36.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 35.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

a o Z2 2 2

HS-20-44

o o Z2 Z2 o,

(76) LENGTH OF BRIDGE IMPROVEMENT: 38.1 FT
(94) BRIDGE IMPROVEMENT COST: $238,000.00
(95) ROADWAY IMPROVEMENT COST: $24,000.00
(96) TOTAL PROJECT COST: $358,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0340027

STATE OF TENNESSEE

00000

us-421

ROAN CREEK

.3 M S PAUL MCGLAMMERYRD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR034
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 23.23
SUFFICIENCY RATING: 78.5

IDENTIFICATION
N 36.35617 DEGREES
W 8175612 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 30.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 36.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 35.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  OTHER STRUCTURAL WORK

o o Z2 Z2 Z

HS-20-44

o N2 2o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0340029

STATE OF TENNESSEE
00000

us-421

ROAN CREEK

.6 M SE OF MODOCK RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR034
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 23.94
SUFFICIENCY RATING: 69.6

IDENTIFICATION
N 36.34992 DEGREES
W 8174719 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 259 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 440 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REHABILITATION

o o 2 2 Z2

HS-20-44

o ol Z2 Z2 u;

(76) LENGTH OF BRIDGE IMPROVEMENT: 25.9 FT
(94) BRIDGE IMPROVEMENT COST: $171,000.00
(95) ROADWAY IMPROVEMENT COST: $18,000.00
(96) TOTAL PROJECT COST: $257,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/17/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0670001

STATE OF TENNESSEE
00000

STATE HWY. 67

KOPLEY CREEK

1.7 M SW OF CARTER CO LN

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR067
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 1.32
SUFFICIENCY RATING: 68.4

IDENTIFICATION
N 36.35720 DEGREES
W  82.02833 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1946
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 12.1 FT
(49) TOTAL BRIDGE LENGTH: 28.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE

2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK
HISTORICAL SIGNIFICANCE HAS

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNO1
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  OTHER STRUCTURAL WORK

~N oo Z2 2 2

HS-20-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/11/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0670003

STATE OF TENNESSEE
00000

STATE HWY. 67

COBBS CREEK

2 M SW OF CARTER CO LN

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR067
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.66
SUFFICIENCY RATING: 46.9

IDENTIFICATION
N 36.36592 DEGREES
W  82.00620 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1931
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 36.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 325 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 10 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS: OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

o o 2 2 Z2

HS-20-44

o o 2 b~ O

(76) LENGTH OF BRIDGE IMPROVEMENT: 36.1 FT
(94) BRIDGE IMPROVEMENT COST: $97,000.00
(95) ROADWAY IMPROVEMENT COST: $10,000.00
(96) TOTAL PROJECT COST: $146,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/11/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0670005

STATE OF TENNESSEE
00000

STATE HWY. 67
BRANCH

IN DOEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR067
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.87
SUFFICIENCY RATING: 69.9

IDENTIFICATION
N 36.36712 DEGREES
W  82.00303 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1931
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 322 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 276 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

o N Z2 Z2 Z
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(76) LENGTH OF BRIDGE IMPROVEMENT: 54.1 FT
(94) BRIDGE IMPROVEMENT COST: $437,000.00
(95) ROADWAY IMPROVEMENT COST: $44,000.00
(96) TOTAL PROJECT COST: $656,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/11/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0670007

STATE OF TENNESSEE
00000

STATE HWY. 67

DOE CREEK

.3 M E OF OLD STAGE RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR067
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.62
SUFFICIENCY RATING: 84.0

IDENTIFICATION
N 36.39380 DEGREES
W  81.96833 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2012
(106) YEAR THE BRIDGE WAS REHABILITATED: #Error
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 113.8 FT
(49) TOTAL BRIDGE LENGTH: 173.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 43 FT
(52) BRIDGE OUT TO OUT WIDTH: 453 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 44.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 41.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

Z N o o ™
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(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/11/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0670009

STATE OF TENNESSEE
00000

STATE HWY. 67

DOE CREEK

1.2 M N OF PIERCE RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR067
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 8.12
SUFFICIENCY RATING: 37.2

IDENTIFICATION
N 36.42268 DEGREES
W  81.93500 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1931
(106) YEAR THE BRIDGE WAS REHABILITATED: 1957
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 46.9 FT
(49) TOTAL BRIDGE LENGTH: 90.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 344 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 25 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE

2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK
HISTORICAL SIGNIFICANCE HAS

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT

Z o1 oga g
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(76) LENGTH OF BRIDGE IMPROVEMENT: 121.1 FT
(94) BRIDGE IMPROVEMENT COST: $978,000.00
(95) ROADWAY IMPROVEMENT COST: $98,000.00
(96) TOTAL PROJECT COST: $1,468,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/11/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0670011

STATE OF TENNESSEE
00000

STATE HWY. 67

DOE CREEK

.2M SW OF LOYD RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR067
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 10.68
SUFFICIENCY RATING: 49.5

IDENTIFICATION
N 36.44167 DEGREES
W  81.90833 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1931
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 299 FT
(49) TOTAL BRIDGE LENGTH: 84.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 344 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 20 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL ARTERIAL

NO PARALLEL BRIDGE

2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK
HISTORICAL SIGNIFICANCE HAS

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  BRIDGE REPLACEMENT
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(76) LENGTH OF BRIDGE IMPROVEMENT: 113.2 FT
(94) BRIDGE IMPROVEMENT COST: $882,000.00
(95) ROADWAY IMPROVEMENT COST: $89,000.00
(96) TOTAL PROJECT COST: $1,324,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/11/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0670013

STATE OF TENNESSEE
50400

W. MAIN ST.

GOOSE CREEK

.5M S OF MOUONTAIN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR067
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 16.81
SUFFICIENCY RATING: 83.0

IDENTIFICATION
N 36.47615 DEGREES
W 81.81167 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 2011
(106) YEAR THE BRIDGE WAS REHABILITATED: #Error
(42a) SERVICE ON BRIDGE: HIGHWAY-PEDESTRIAN
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 30.8 FT
(49) TOTAL BRIDGE LENGTH: 92.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 38.1 FT
(52) BRIDGE OUT TO OUT WIDTH: 40 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 38.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 38.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

YES

NOT A NHS ROUTE
RURAL ARTERIAL

NO PARALLEL BRIDGE
2-WAY TRAFFIC

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N o o ™

HL-93

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE
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(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/10/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0910013

STATE OF TENNESSEE
00000

STATE HWY. 91
BRANCH

6.8 M S OF VA-TN LINE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR091
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 7.50
SUFFICIENCY RATING: 84.0

IDENTIFICATION
N 36.53695 DEGREES
W  81.77953 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 2009
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 46.6 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 54.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 54.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:

(104) NATIONAL HIGHWAY SYSTEM:

(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE
RURAL ARTERIAL
LEFT LANE BRIDGE
1-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1111
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE
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(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/12/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0910005

STATE OF TENNESSEE
00000

STATE HWY. 91
LAUREL CREEK

.2 M N OF DEER RUN RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR091
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 9.26
SUFFICIENCY RATING: 89.3

IDENTIFICATION
N 36.55613 DEGREES
W  81.76953 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: UNKNOWN
C) TYPE PROTECTION: UNKNOWN
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1996
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 66.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 413 FT
(52) BRIDGE OUT TO OUT WIDTH: 45.6 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 39.0 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 41.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

BRIDGE IS NOT ELIGIBLE FOR THE
NATIONAL REGISTER

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS: OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE
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(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/12/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0910007

STATE OF TENNESSEE
00000

STATE HWY. 91
LAUREL CREEK

IN LAUREL BLOOMERY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR091
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 10.04
SUFFICIENCY RATING: 87.1

IDENTIFICATION
N 36.56478 DEGREES
W 8176110 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE
(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1990
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 36.1 FT
(49) TOTAL BRIDGE LENGTH: 107.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 38.4 FT
(52) BRIDGE OUT TO OUT WIDTH: 42 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 38.1 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 50 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 37.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1100
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE
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(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/12/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0910009

STATE OF TENNESSEE
00000

STATE HWY. 91
GENTRY CREEK

IN LAUREL BLOOMERY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR091
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 10.18
SUFFICIENCY RATING: 59.6

IDENTIFICATION
N 36.56667 DEGREES
W  81.75938 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1970
(106) YEAR THE BRIDGE WAS REHABILITATED: 1989
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 269 FT
(49) TOTAL BRIDGE LENGTH: 322 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 26.9 FT
(52) BRIDGE OUT TO OUT WIDTH: 28.9 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 26.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z NN~

H-15-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 32.2 FT
(94) BRIDGE IMPROVEMENT COST: $115,000.00
(95) ROADWAY IMPROVEMENT COST: $12,000.00
(96) TOTAL PROJECT COST: $173,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/12/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR0910011

STATE OF TENNESSEE
00000

STATE HWY. 91
BRANCH

.3 M N DALLANVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR091
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 13.59
SUFFICIENCY RATING: 54.2

IDENTIFICATION
N 36.60297 DEGREES
W 8175102 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1916
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 22.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 26.6 FT
(52) BRIDGE OUT TO OUT WIDTH: 28.2 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 299 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 26.6 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR

NO PARALLEL BRIDGE

2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK
HISTORICAL SIGNIFICANCE HAS

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

o o 2 2 Z2

H-15-44
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(76) LENGTH OF BRIDGE IMPROVEMENT: 22 FT
(94) BRIDGE IMPROVEMENT COST: $86,000.00
(95) ROADWAY IMPROVEMENT COST: $9,000.00
(96) TOTAL PROJECT COST: $130,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/12/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:
ROAD NAME: HWY. 133
CROSSING: BEAVERDAM CREEK
LOCATION: 4 M SW OF SULLIVAN CO LN

46SR1330001
STATE OF TENNESSEE
00000

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR133
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 2.76
SUFFICIENCY RATING: 96.7

IDENTIFICATION
N 36.54342 DEGREES
W 81.89570 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 61.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 220 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

~o Z2 2 2

H-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 2 N

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 9/29/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR1330003

STATE OF TENNESSEE
00000

HWY. 133
BEAVERDAM CREEK
.5M S OF SR91

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR133
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 3.14
SUFFICIENCY RATING: 84.2

IDENTIFICATION
N 36.54858 DEGREES
W  81.89653 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 86.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 30.5 FT
(52) BRIDGE OUT TO OUT WIDTH: 325 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 30.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

Z N ooga N

H-15-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 1110
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o ~NZ o o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 9/29/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR1330005

STATE OF TENNESSEE
00000

HWY. 133

BEAVERDAM CREEK

.1 M N OF IVAN GREER RD

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR133
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 4.58
SUFFICIENCY RATING: 74.0

IDENTIFICATION
N 36.56323 DEGREES
W  81.87937 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 0.0 FT
(49) TOTAL BRIDGE LENGTH: 479 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 30.5 FT
(52) BRIDGE OUT TO OUT WIDTH: 315 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 305 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS
(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

a o Z2 2 2

HS-20-44

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK:  OTHER STRUCTURAL WORK

0w o Z o o,

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 9/29/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR1330007

STATE OF TENNESSEE
00000

HWY. 133

BEAVERDAM CREEK

.2M S OF ARNOLD BRANCH

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR133
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 5.70
SUFFICIENCY RATING: 90.4

IDENTIFICATION
N 36.56773 DEGREES
W 81.86413 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1978
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 68.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 26.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o Z2 Z2 Z

HS-20-44

o N2 2o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/10/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR1330015

STATE OF TENNESSEE
00000

HWY. 133

BRANCH

2 MI' S OF WASHINGTON CO

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR133
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 6.45
SUFFICIENCY RATING: 91.4

IDENTIFICATION
N 36.57275 DEGREES
W 81.85410 DEGREES
N/A

N/A

NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 19.0 FT
(49) TOTAL BRIDGE LENGTH: 210 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 279 FT
(52) BRIDGE OUT TO OUT WIDTH: 30.8 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 26.9 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE:

(110) NATIONAL TRUCK ROUTE:
(37) HISTORICAL CLASS:

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

NOT APPLICABLE

NOT ON TRUCK NETWORK

HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN

APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o Z2 Z2 Z

H-20-44

oo 2 g o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/10/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR1330009

STATE OF TENNESSEE

00000

HWY. 133

BEAVERDAM CREEK

2.1 M SE OF WASHINGTON CL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR133
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 9.60
SUFFICIENCY RATING: 84.4

IDENTIFICATION
N 36.59348 DEGREES
W 81.81502 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 322 FT
(49) TOTAL BRIDGE LENGTH: 97.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 60 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 318 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

a o Z2 2 2

HS-20-44

o o Z2 Z2 u;

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/10/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46SR1330011

STATE OF TENNESSEE

00000

HWY. 133

BEAVERDAM CREEK

1.9 M SE OF WASHINGTON CL

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR133
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 9.67
SUFFICIENCY RATING: 84.4

IDENTIFICATION
N 36.59468 DEGREES
W 81.81532 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1956
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 151 FT
(49) TOTAL BRIDGE LENGTH: 49.9 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 240 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 15 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 253 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

a o Z2 2 2

HS-20-44

o o Z2 Z2 u;

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/10/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46523740001

STATE OF TENNESSEE
00000

HWY. 167

DOE CREEK

IN DOEVILLE

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR167
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 0.15
SUFFICIENCY RATING: 52.5

IDENTIFICATION
N 36.38692 DEGREES
W  81.96798 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1945
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 289 FT
(49) TOTAL BRIDGE LENGTH: 144.0 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 24 FT
(52) BRIDGE OUT TO OUT WIDTH: 285 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 249 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 30 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 240 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: u

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z o oo o

H-15-44

o o 2 b~ O

(76) LENGTH OF BRIDGE IMPROVEMENT: 144 FT
(94) BRIDGE IMPROVEMENT COST: $265,000.00
(95) ROADWAY IMPROVEMENT COST: $27,000.00
(96) TOTAL PROJECT COST: $398,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/6/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46523740003

STATE OF TENNESSEE
50400

ASHE RD.

TOWN CREEK

.4 M NW OF MOUNTAIN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR167
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 13.89
SUFFICIENCY RATING: 71.6

IDENTIFICATION
N 36.44583 DEGREES
W  81.79847 DEGREES
N/A

N/A

NOT APPLICABLE

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE:

(99) BORDER BRIDGE NUMBER:

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: STEEL
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT
B) TYPE MEMBRANE: NONE
C) TYPE PROTECTION: NONE
AGE AND SERVICE
(27) YEAR THE BRIDGE WAS BUILT: 1939
(106) YEAR THE BRIDGE WAS REHABILITATED: 1983
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 30.8 FT
(49) TOTAL BRIDGE LENGTH: 36.1 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: 256 FT
(52) BRIDGE OUT TO OUT WIDTH: 272 FT
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 249 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 0 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 253 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: 0000
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

(75) TYPE OF WORK:  BRIDGE WIDENING (NO DECK REPAIRS
NEEDED)

Z oo oo

H-15-44

o oo Z N o

(76) LENGTH OF BRIDGE IMPROVEMENT: 36.1 FT
(94) BRIDGE IMPROVEMENT COST: $139,000.00
(95) ROADWAY IMPROVEMENT COST: $14,000.00
(96) TOTAL PROJECT COST: $209,000.00
(97) YEAR OF IMPROVEMENT COST ESTIMATE: 2017
INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/6/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YRY): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92¢) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46523740005

STATE OF TENNESSEE
00000

FORGE CREEK RD.
FORGE CREEK

SE OF MOUNTAIN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR167
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 18.65
SUFFICIENCY RATING: 96.4

IDENTIFICATION
N 36.47405 DEGREES
W  81.72795 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1972
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 30.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o a2 Z2 Z

HS-20-44

o N2 2o

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/10/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46523740007

STATE OF TENNESSEE
00000

FORGE CREEK RD.
FORGE CREEK

SE OF MOUNTAIN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR167
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 19.34
SUFFICIENCY RATING: 86.0

IDENTIFICATION
N 36.48140 DEGREES
W 8171992 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1972
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 30.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NN10
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

o o 2 2 Z2

HS-20-44

o ~NZ2 2 o,

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/10/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



NATIONAL BRIDGE INVENTORY
TENNESSEE INVENTORY AND APPRAISAL REPORT

BRIDGE ID NUMBER:
BRIDGE OWNER:
FIPS CODE:

ROAD NAME:
CROSSING:
LOCATION:

46523740009

STATE OF TENNESSEE
00000

FORGE CREEK RD.
FORGE CREEK

SE OF MOUNTAIN CITY

TDOT

TN DEPARTMENT

OF TRANSPORTATION

COUNTY: JOHNSON
ROUTE: SR167
SPECIAL CASE: 0
COUNTY SEQUENCE: 1
LOG MILE: 19.63
SUFFICIENCY RATING: 85.0

IDENTIFICATION
N 36.48492 DEGREES
W 8171715 DEGREES

N/A

(16a,b) LATITUDE:

(17a,b) LONGITUDE:

(98a) BORDER BRIDGE STATE CODE:
(98b) PERCENT SHARE: N/A
(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL
(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS
(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2
(46) NUMBER OF APPROACH SPANS: 0
(107) TYPE OF DECK: NOT APPLICABLE
(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE
B) TYPE MEMBRANE: NOT APPLICABLE
C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27) YEAR THE BRIDGE WAS BUILT: 1972
(106) YEAR THE BRIDGE WAS REHABILITATED: N/A
(42a) SERVICE ON BRIDGE: HIGHWAY
(42b) UNDER BRIDGE: WATERWAY
(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2
(28b) NUMBER OF LANES UNDER THE BRIDGE: 0
GEOMETRIC DATA
(48) MAXIMUM SPAN LENGTH: 9.8 FT
(49) TOTAL BRIDGE LENGTH: 30.8 FT
(50a) LEFT SIDEWALK WIDTH: 0.0 FT
(50b) RIGHT SIDEWALK WIDTH: 0.0 FT
(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL
(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL
(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 279 FT
(33) BRIDGE MEDIAN: NO MEDIAN
(34) BRIDGE SKEW: 45 DEGREES
(35) BRIDGE FLARE: NO FLARE
(520) MIN VERTICAL CLEARANCE OVER RD: NO RESTRICTION
(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 279 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD
(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE
(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD
(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE
(56) MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA

(38) NAV CONTROL: NO NAVIGATION CONTROL

(39) NAVIGATION VERTICAL CLEARANCE: N/A
(116) LIFT BRIDGE VERT CLEARANCE: N/A
(40) NAVIGATION HORZ CLEARANCE: N/A

PUBLICATION DATE
27-Jul-18

CLASSIFICATION
(112) MEETS NBIS BRIDGE LENGTH:
(104) NATIONAL HIGHWAY SYSTEM:
(26) FUNCTIONAL CLASS:

(101) PARALLEL BRIDGE:

(102) TRAFFIC DIR:

(103) TEMPORARY BRIDGE: NOT APPLICABLE
(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37) HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS
NOT BEEN DETERMINED

CONDITION RATINGS

YES

NOT A NHS ROUTE

RURAL MAJOR COLLECTOR
NO PARALLEL BRIDGE
2-WAY TRAFFIC

(58) DECK:

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE:

(61) STREAM CHANNEL AND CHANNEL PROTECTION:
(62) CULVERT CONDITION (IF APPLICABLE):

DESIGN LOAD AND WEIGHT POSTING
(31) DESIGN LOADING:

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS
WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS
(70) BRIDGE POSTING CODE: 5
(41) WT POSTING STATUS:  OPEN
APPRAISAL
(67) STRUCTURAL EVALUATION:

(68) DECK GEOMETRY:

(69) UNDERCLEARANCE RATING:

(71) WATERWAY ADEQUACY:

(72) APPROACH ROADWAY ALIGNMENT:
(36) TRAFFIC SAFETY FEATURES: NNOO
(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS
(75) TYPE OF WORK: ~ NOT APPLICABLE

a o Z2 2 2

HS-20-44

o ~NZ2 2 o,

(76) LENGTH OF BRIDGE IMPROVEMENT: N/A
(94) BRIDGE IMPROVEMENT COST:
(95) ROADWAY IMPROVEMENT COST:
(96) TOTAL PROJECT COST:
(97) YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES
(90) DATE OF LAST REGULAR INSPECTION: 10/10/2016
(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24
(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A
(92b) UNDERWATER INSP FREQUENCY (MONTHS): N
(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A
(92c) SPECIAL INSP FREQUENCY (MONTHS): N

PRODUCED PURSUANT TO
PUBLIC RECORDS REQUEST
This document is covered by 23 USC 8409
and its production pursuant to a public
document records request does not
waive the provisions of §409



